
HS09:
USB 2.0 only

HS03/SS03:
USB 3.1

HS04/SS04:
USB 3.1

HS07/SS07:
4 USB 3.0 ports

at 1 hub

SSP1/HS08:
USB C

SSP2/HS13:
USB C

HS10:
USB 2.0 only

HS:  USB 2.0 (High Speed)
SS:  USB 3 (Super Speed)
SSP:  USB 3 controlled by Thunderbolt (not affected by 15 port limit)
blue: active in standard configuration
red: not active in standard configuration to meet 15 port limit

no USB 2.0 devices
(iPad, iPhone …) work
at USB-C ports in standard
configuration*

* This can be changed by deactivating a different port instead

Z390 DESIGNARE
USB ports mapping
(Jim Salabim’s Hackintosh EFI folder)



HS11/HS12:
Internal header:
2 USB 2.0 ports

HS05/SS05:
Front panel

USB 3.1 port 1
HS06/SS06:
Front panel

USB 3.1 port 2

HS01/SS01:
Front panel

USB C header

HS14:
Intel Bluetooth
(not supported)

HS:  USB 2.0 (High Speed)
SS:  USB 3 (Super Speed)
blue: active in standard configuration
red: not active in standard configuration to meet 15 port limit

no USB 2.0 devices
(iPad, iPhone …) work
at front panel USB-C port
in standard configuration*

* This can be changed by deactivating a different port instead

Z390 DESIGNARE
USB ports mapping
(Jim Salabim’s Hackintosh EFI folder)


