EET3 o0zmosis problem with ASUS MAXIMUS ViI
FORMULA

Beitrag von ,,Minsu Kang“ vom 26. April 2017, 07:51

ROG SupremeFX Formula 2014 8-Channel High Definition Audio CODEC *4

- Supports : Jack-detection, Multi-streaming- SupremeFX Shielding Technology
- Cirrus Logic® CS4398 DAC: 120 dB SNR, -107 dB THD+N (Max. 192 kHz/ 24 -bit)
- WIMA® film capacitors- ELNA® premium audio capacitors

- TI LM4562 high-fidelity audio OP AMP(s)Audio Feature :

- Blu-ray audio layer Content Protection

- DTS Connect

- Optical S/PDIF out port(s) at back panel

- Sonic SoundStage

- Sonic SenseAmp

- Sonic Studio

- Sonic Radar Il

| don't understand what you mean. The "CodecID".
| Just know specification of audio of my mainboard

| can see the two codec in there
[ ROG SupremeFX Formula 2014 8-Channel High Definition Audio Codec ] and [ Cirrus Logic®
CS4398 DAC: 120 dB SNR, -107 dB THD+N (Max. 192 kHz/ 24 -bit) ]

If you want more, can you teach me where i get the information for you
then | will gather more information. I'm 100% ready for you and me

https://www.hackintosh-forum.de/forum/thread/31748-0zmosis-problem-with-asus-maximus-vii- 1
formula/?postiID=314672#post314672
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